
 
 
 
 
 
 

IR Lasers for Trace Gas Sensing Applica�ons 
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Available Wavelengths Range 
(Center wavelength): 
�� 1310-1390 nm 
�� 1500-1670 nm 

Package: 
�� TO-39 header with window lid 
�� Herme�cally sealed 
�� Includes thermoelectric cooler (TEC)  and 

thermistor 

Applica�ons: 
�� Molecular spectroscopy 
�� Industrial gas sensing (TLDAS) 

Op�ons:   
�� Mounted lens for beam collima�on 
�� 14-pin bu�erfly style packaging 

Tunable IR lasers are ideal for high resolu�on molecular spectroscopy applica�ons 
(TLDAS).  Norcada’s distributed feedback (DFB) laser diodes provide an excellent tuning 
range and high stability.   
 

 
Features and Specifica�ons 
�� Integrated DFB gra�ng provides single frequency opera�on 
�� Frequency tuning by adjus�ng either laser current or temperature. 
�� Tuning range of 6 nm without mode hopping 
�� Temperature tuning control:  0.1 nm / °C 
�� Current tuning control:  0.04 nm / mA 
�� Output Power:  15-20 mW 
�� Threshold Current:  <15 mA 

 NORCADA  

Shimon
BGW


